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TECH SPECS

For over three decades Westone Audio has been pioneering 
premium in-ear solutions, with industry �rst innovation. 
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BALANCED-ARMATURE
DRIVER

PROFESSIONAL IN-EAR MUSICIANS’ MONITORS

WITH PASSIVE AMBIENCE

BALANCED-
ARMATURE 
DRIVERS3

Proprietary design 
produces the most 
accurate and detailed 
sound in the world

Left and right 
earpiece responses 
are matched to a +/- 
3dB tolerance

Low pro�le and 
ergonomic design 
allows all day use with 
no ear fatigue

Combines passive 
ambient sound with 
the monitor mix

PROPRIETARY
AMBIENT
TECHNOLOGY

INEAR MONITORS:
AM Pro X 30 Universal Fit In-Ear
Musicians’ Monitors
CABLE: Proprietary T2 Cable
with 3.5mm Jack
TIPS: 5 Pair Foam + 5 Pair  Silicone 
ACCESSORIES:
Impact Resistant Monitor Vault

SENSITIVITY: 124 dB @ 1mW
FREQ. RESPONSE: 20Hz - 18kHz
IMPEDANCE: 56 ohms
DRIVER: Triple Balanced-Armature,
with 3-way passive crossover

ALL DAY
COMFORT

ACOUSTIC
SYMMETRY

®

3

Hearing is everything to a musician.
Using in-ear monitors on stage in a worship setting can 
often mean long periods of time between songs you are 
playing.  While your waiting you may want to hear what the 
minister is saying or have a brief discussion with a fellow 
musicians about the next song.  With the Westone Audio® 
AM Pro X 30 you no longer need to remove your in-ear monitors 
between songs and can expect exceptional sound while still being 
able to hear the world around you.

Let the world in...and set the stage for the best performance of your life!


